IRM

MOTORLU MEKANIK ASIMETRIK 3 TOPLU SiLINDIR MAKINELERI
MECHANICAL ASYMMETRICAL 3 ROLLS PLATE BENDING MACHINES
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TEKNiK OZELLIKLER VE
STANDART DONANIM

Zincir tahrikli tek Reduktorle ve disli sistemi ile
tahrik edilmis alt ve Gst miller

SAE 1050 sertifikali celikten dretilmis yUksek
mukavemetli miller

Sfero dékimden ana govdeler

Hareketli Ayak Pedalli Kumanda Paneli

Konik Kivirma Makarasi

Elile agilabilir Ust Top

Ust Top Dayama Sistemi

Toplarin Sonunda Tel kivirma Kanallari

Frenli motorla hassas kivrim yapabilme &zelligi
AB guvenlik direktiflerine uygun (CE Markasi)

IRM 2550x140 modeli standart arka top motorlu

olarak Uretilmektedir
Kullanma kilavuzu

6ZEL DONANIM

Asagl yukari motor hareketli arka top
Motorlu arka top icin dijital gosterge
Sertlestirilmis miller

«= TECHNICAL SPECIFICATIONS AND
“*= STANDARD ACCESSORIES

Two rolls powered by a single gearbox and gear
system for top and bottom rolls

SAE 1050 Quality certificated steel rolls with high

tensile strength

Spheroid Cast Iron Main Frames

Mobile control panel by foot pedal

Conical Bending Device

Manual Drop-End

Top roll support system

Wire grooves at the end of the rolls

Precision Bending with Brake Motor

Built according to EC Safety Directives (CE Mark)
Model IRM 2550x140 produced standard with
motorised back roll

User's Manual

i€ OPTIONAL EQUIPMENTS

Motorised back roll adjustment
Digital readout for rear roll
Induction hardened rolls
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mm mm mm | m/min. (dk.) kw mm mm mm mm kg
IRM 1050 x 110 | 1050 4 110 3 2.2 4/7/9/13| 2200 750 1000 | 990
IRM 1050 x 130 | 1050 5 130 35 2.2 4/7/9/13| 2200 750 1000 | 1200
IRM 1270 x120| 1270 4 120 3 2.2 4/7/9/13| 2470 750 1000 1115
IRM 1270 x 140 | 1270 5 140 35 2.2 4/7/9/13| 2470 750 1000 1350
IRM 1550 x 110 | 1550 3 110 3 2.2 4/7/9/13| 2700 750 1000 1200
IRM 1550 x 140 | 1550 4 140 3.5 2.2 4/7/9/13| 2700 750 1000 1420
IRM 2050 x 110 | 2050 2 110 3 2.2 4/7/9/13| 3200 750 1000 1380
IRM 2050 x 130 | 2050 3 130 3.5 2.2 4/7/9/13| 3200 750 1000 1500
IRM 2050 x 140 | 2050 4 140 35 2.2 4/7/9/13| 3200 750 1000 1650
IRM 2550 x 140 | 2550 2.5 140 35 2.2 4/7/9/13| 3700 750 1000 1850

» Minimum cap Ust top @ x 1.5 kati
» Minimum diameter top roll @ x 1.5

times

» Sac kivirma kapasiteleri 24 kg/mm?2 sac mukavemetine gére verilmistir.
» Plate bending capacities are given for 24 kg/mm2 plate yielding strength.




