TT BORU KURTAGZI ACMA MAKINELERI
PIPE NOTCHING MACHINES

TT170 /TT 90

\ 3 TEKNiK OZELLIKLER VE
w STANDART DONANIM

<. TECHNICAL SPECIFICATIONS AND
“= STANDARD ACCESSORIES

isleme tamburu ile boru ve profil capina gore
uygun kaynak agzi acabilme
Hareketli mengene sayesinde cabuk sikma ve
sokebilme
Mengene sag - sol ve ileri - geri hareket ¢zellig
(Rulmanli sistem)

+ Aclli mengene ile 50°ye kadar agiz acabilme

+ SUrdcd ile ayarlanabilir hiz kontrolt (TT 170)

+ 3" boruya kadar kaynak agzi agabilme (TT 90)
6" boruya kadar kaynak agzi acabilme (TT 170)
Opsiyonel pndmatik mengene

TT76

Notching operation can be done by appropriate
roll according to pipe and profile diameter
Quick clamping and loosening by using the
movable vise

+ Vise has right-left and forward-backward
movement feature (Ball bearing system)
Notching operation can be done up to 50° with
angled vise

+ Adjustable speed with inverter (TT 170)
Notching operation up to 3" pipe (TT 90)
Notching operation up to 6" pipe (TT 170)
Optional pneumatic vice

R > TT76,TT90 Standart Tamburlar Standard Rolls
@19, @21, @25, @32, D38, 042, @48, 052, 060, D76
s=———, > TT170Standart Tamburlar Standard Rolls
@76, 090, 2114

TEKNIK OZELLIKLER VE

STANDART DONANIM

—_—

Metal boru ve profiller icin uygun kaynak agiz acma
Erisimi kolay Ust kapak ile taslama

+ Acil mengene ile 50°'ye kadar agiz acabilme
Kolay ve hizli degistirilebilir bant zmpara

+ Titresim azaltma standi

«» TECHNICAL SPECIFICATIONS AND
“ STANDARD ACCESSORIES

+ Appropriate notching operation for metal pipes
and profiles

+ Grinding with easy-to-access top cover
Notching operation can be done up to 50° with
angled vise
Easy and fast change of abrasive belt

- Vibration reduced stand

MODEL TT76 TT90 TT170
Mengene kapasitesi Vice capacity @mm 16-76 16-90 40-170
Agiz agma kapasitesi  Notching capacity | @mm 16-76 16-90 40-170
Zimpara ol¢ust  Belt size mm | 100x2000 [ 100x1250 | 200x1400
Motor glicti  Motor power KW/V | 2,2/380 2,2/380 3/380
Uzunluk Lenght mm 1250 1200 1400
Geniglik Width mm 700 600 800
YUkseklik Height mm 1150 1150 1350
Agirlik  Weight kg 170 180 250
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TT 76R  rrenorcincmaciie

TEKNIK OZELLIKLER VE \
STANDART DONANIM §o » Standart Tamburlar Standard Rolls
Metal boru ve profiller icin uygun kaynak agiz m—— 019, 821, @25, 032, 238, D42, 048, 952, D60, 76

agma
Erisimi kolay Ust kapak ve arka tambur ile taglama
+ Acil mengene ile 50°ye kadar agiz acabilme
Kolay ve hizli degistirilebilir bant zimpara
+ Titresim azaltma standi
Cift devirli ve ¢ift yonli motor

w1 TECHNICAL SPECIFICATIONS AND :
“= STANDARD ACCESSORIES -

Appropriate notching operation for metal pipes

and profiles

Grinding with easy-to-access top cover and back
roll

Notching operation can be done up to 50° with

angled vise

Easy and fast change of abrasive belt

Vibration reduced stand

Double speed and bidirectional motor

MODEL TT 76R

Mengene kapasitesi Vice capacity 2mm 16-76
Agiz acma kapasitesi Notching cap. | @mm 16-76
Zimpara Olglsu Belt size mm | 100 x 2000
Motor guici  Motor power KW/ | 2,4-3/380
Uzunluk Length mm 1250
Genislik Width mm 700
Yukseklik Height mm 1150
Agirlik  Weight kg 200

TT 140  crenorcincumachie

§ » Standart Tamburlar Standard Rolls
. @76, 290, ©114
—

Yatay Calisma Pozisyonu
Horizontal Working Position

TEKNiK OZELLIKLER VE < TECHNICAL SPECIFICATIONS AND
STANDART DONANIM STANDARD ACCESSORIES MODEL TT140
Metal boru ve profiller icin uygun kaynak agiz + Appropriate notching operation for metal pipes Mengene kapaf‘te%‘ Vice capacity @mm | 40-140
acma and profiles Bant o\ggleir\ Belt size mm 150 x 2000
- Erisimi kolay Ust kapak ile taslama - Grinding with easy-to-access top cover Motor giici Motor power KW/V | 2.4-3/380
- Acil mengene ile 50°ye kadar agiz acabilme - Notching operation can be done up to 50° with Devir (Cift)  Speed (Double) rpm (1400, 2800
Kolay ve hizli degistirilebilir bant zmpara angled vise Uzunluk  Lenght mm | 1600
Titresim azaltma standi » Easy and fast change of abrasive belt Genislik Width mm 910
Cift devirli motor - Vibration reduced stand Yikseklik Height mm 1360
Double speed motor Agirlik - Weight kg 360
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